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> 1 GNS > I GNAL > <I_’_ PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY

PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CCNCURRENTLY
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Construction Details TRANSFORMER ™ __ Equipment to be supplied and installed By the SHA m
. . - . #30004 "~ Communication Panel : it
1. Use existing handhole. Discommeet and remove existing loop detector lead-in cable and cap slesve. 790 Mini-EHub ILG
2. Use existing conduit. Remove existing loop detector lead-in cable. TS-2 Mini-Hub Cables_ Y
Industrial 56k Modem oY
3. Use existing handhole, Remove existing loop detector lead-in cable. SPLC-Gdbles !
4. Use existing strain pole. Remove existing loop detector lead-in cable. “3; Equipment List g B
5. Adjust existing span wire and remove existing loop detector lead-in cable. 35 Equipment to be furnished and installed by the Contractor. \ . C SIGNAL S oL
T TRAFFIC ST YMBOL
6. Use existing strain pole. Remove cxisting loop detector lead-in cable. Install proposed video detection o = \ N
camera and lead-in cable. , :IE b:g \ ITEM QUANTITY DESCRIPTION PROPOSED EXISTING
- _ . L . . . % f TRAFFIC PER ASSIGNMENT 4
7. Use existing conduit. Remove existing loop detector lead-11 cable and install proposed video detection L (Cji \ 1001 _ 1 EA ,MAI NTENANCE OF TRA P O 7 HANDHOLE |
lead-in cable. &= S 5003 65 LF 04 INGH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT [  LOOPDENECTORGXN) — [~7——
[
8. Use existing handhole. Remove existing loop detector lead-in cable and install proposed video detection 2 f% \ MARKINGS : o . .
lead-in cable. = | 5004 85 LF REMOVAL OF EXISTING PERMANENT PAVEMENT LINE MARKINGS, ANY Equipment List 'C' [] LOOP DETECTOR(6X6) L
Z - e : WIDTH Removed and Salvaged Items
9. Use existing controller cabinet. Renove existing loop detector lead-in cable [or phase 6. Install proposed n.& - 8010 1 EA ADJUST AND RE-RING EXISTING SPAN WIRE (EACH SPAN) [l CONDUIT .
video detection lead-in cable. Trafhic Operations Division p_ersom]cl to install and program video interface e o 7 ' NONE
equipment upon completion of proposed work, ' ‘ 8018 i EA REMOVE & DISPOSE OF EQUIPMENT (PER ASSIGNMENT) e k= MICRO LOOP PROBE SET oo
10, Remove existing stop line and replace stop line in accordance with SHA Standards. . - (=== ZOOMLENS IMAGE SENSOR (=1
| 8050 1ON CP:MERA&C LLE_R CABLE%ﬁUP TO 5001k :
11. Remove “NEW” from existing W3-3 sign. ' - TS — A 7({{.-3 — - S e _ . : —— - o
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